ERM Master List



Final Coordinates
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Above:  Final Coordinates for South Dakota State Plane, South Zone U.S. Survey Foot
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SSN: 0010
Designation: RCPC 1 PID:

Latitude: 435637N State: SD
Longitude: 1032344W County: PENNINGTON
Elevation: 1422.M Disk From: SD2250

Stamping: RCPC-1 LS6014 2000

Surface Mark-

‘ Type: Survey disk
Magnetic code: R
l Setting: SET INTO THE TOP OF A ROUND CONCRETE MONUMENT

*x%*Mark is suitable for GPS

Set by GEOMET in 2000, Chief of party DAR.

HE STATION IS LOCATED 13 MILES (20.9 KM) SOUTHWEST OF RAPID CITY, SOUTH
DAKOTA. TO REACH THE STATION FROM THE INTERSECTION OF OMAHA STREET AND MT
RUSHMORE ROAD, PROCEED SOUTH ALONG MT RUSHMORE ROAD/HIGHWAY 16 A DISTANCE OF
'16 MILES (25.7 KM) TO ITS INTERSECTION WITH SILVER MOUNTAIN ROAD. TURN RIGHT
AND PROCEED NORTHEAST BACK ALONG RIGHT-OF-WAY OF DIVIDED HIGHWAY A DISTANCE OF
0.15 MILE (0.24 KM) TO THE STATION RIGHT. THE STATION IS A STANDARD RAPID
CITY - PENNINGTON COUNTY ALUMINUM DISK SET IN A POURED IN PLACE CONCRETE
MONUMENT SET 0.2 FEET (6.1 CM) ABOVE THE GROUND AND ABOUT 3.0 FEET (0.9 M)
ABOVE THE LEVEL OF THE,K HIGHWAY AND STAMPED RCPC-1, LS6014, 2000. THE STATION
IS LOCATED 136 FEET (41.5 M) AZIMUTH 120 DEGREES FROM A RESIDENTIAL AREA SIGN,
138 FEET (42.1 M) AZIMUTH 245 DEGREES FROM A 16 INCH PINE IN A ROCK OUTCROP,
157 FEET (47.9 M) AZIMUTH 273 DEGREES FROM A SILVER MOUNTAIN SIGN, 115 FEET
(35.1 M) AZIMUTH 345 DEGREES RROM A DRAIN INLET IN THE MEDIAN OF ROUTE 16, 70
IFEET (21.3 M) FROM THE EDGE OF PAVEMENT OF THE SHOULDER OF THE SOUTH BOUND
LANES OF ROUTE 16, AND 145 FEET (44.2 M) FROM THE EDGE OF PAVEMENT OF FOREST
ROUTE 354 SILVER MOUNTAIN ROAD.
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Above:  Original description for survey #1 for Rapid City, South Dakota.
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SSN: 0020

IDesignation: RCPC 2 PID:

. Latitude: 435924N State: SD

l Longitude: 1032505W , County: PENNINGTON
Elevation: 1344.M Disk From: SD2250

Stamping: RCPC-2 LS6014 2000

l Surface Mark- :
‘ Type: Survey disk
Magnetic code: R
! Setting: SET INTO THE TOP OF A ROUND CONCRETE MONUMENT

*x**Mark is suitable for GPS

Set by GEOMET in 2000, Chief of party DAR.

ITHE STATION IS LOCATED 11 MILES (17.7 KM) SOUTHWEST OF RAPID CITY, SOUTH
DAKOTA. TO REACH THE STATION FROM THE INTERSECTION OF OMAHA STREET AND MT
2RUSHMORE ROAD, PROCEED WEST ALONG OMAHA STREET A DISTANCE OF 1.1 MILES
| '(1.8 KM) TO ITS INTERSECTION WITH MOUNTAIN VIEW ROAD. TURN LEFT AND PROCEED
SOUTH ALONG MOUNTAIN VIEW ROAD A DISTANCE OF 0.6 MILE (1.0 KM) TO ITS
_INTERSECTION WITH JACKSON BOULEVARD. TURN RIGHT AND PROCEED WEST ALONG
ACKSON BOULEVARD A DISTANCE OF 0.6 MILE (1.0 KM) TO ITS INTERSECTION WITH
MSHERIDAN LAKE ROAD. TURN LEFT AND PROCEED SOUTH ALONG SHERIDAN LAKE ROAD A
DISTANCE OF 13 MILES (20.9 KM) TO ITS INTERSECTION WITH BALSAR GULCH ROAD.
@ URN RIGHT AND PROCEED, NORTHWEST ALONG A TRAIL A DISTANCE OF 0.2 MILE (0.3 KM)
O A FORK IN THE TRAIL. THE STATION IS APPROXIMATELY 90 FEET (27.4 M) WEST OF
A TRAIL RUNNING TO THE NORTHWEST. THE STATION IS A STANDARD RAPID CITY -
_PENNINGTON COUNTY ALUMINUM DISK SET IN A POURED IN PLACE CONCRETE MONUMENT SET
lFLUSH WITH THE GROUND SURFACE*AND STAMPED RCPC-2, LS6014, 2000. THE STATION
IS LOCATED ABOUT 300 FEET (91.4 M) AZIMUTH 120 DEGREES FROM A ROCK PILE, ABOUT
215 FEET (65.5 M) AZIMUTH 155 DEGREES FROM ANOTHER ROCK PILE, ABOUT 205 FEET
!(62.5 M) AZIMUTH 260 DEGREES FROM A UTILITY POLE NUMBER N-87, ABOUT 205 FEET
(62.5 M) AZIMUTH 340 DEGREES FROM A CONIFER TREE, 450 FEET (137.2 M) NORTH
FROM THE EDGE OF PAVEMENT TO SHERIDAN LAKE ROAD, AND 57 FEET (17.4 M) WEST
QFROM THE EDGE OF GRAVEL TO BALSAR GULCH ROAD.
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Above:  Original description for survey #2 for Rapid City, South Dakota.
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SSN: 0030
)esignation: RCPC 3 PID:
Latitude: 440356N State: SD
Longitude: 1032450W County: PENNINGTON
Elevation: 1276M Disk From: SD2250

Stamping: RCPC-3 LS6014 2000

Surface Mark-
Type: Survey disk
Magnetic code: R
Setting: SET INTO THE TOP OF A ROUND CONCRETE MONUMENT

rx**Mark is suitable for GPS

et by GEOMET in 2000, Chief of party DAR.

THE STATION IS LOCATED 9 MILES (14.5 KM) WEST OF RAPID CITY, SOUTH DAKOTA ON
IIGHWAY 44. TO REACH THE STATION FROM THE INTERSECTION OF OMAHA STREET AND MT
JUSHMORE ROAD, PROCEED WEST ALONG OMAHA STREET A DISTANCE OF 1.1 MILES

(1.8 KM) TO ITS INTERSECTION WITH MOUNTAIN VIEW ROAD. TURN LEFT AND PROCEED
SOUTH ALONG MOUNTAIN VIEW ROAD A DISTANCE OF 0.6 MILE (1.0 KM) TO ITS
INTERSECTION WITH JACKSON BOULEVARD. TURN RIGHT AND PROCEED WEST ALONG
JACKSON BOULEVARD/HIGHWAY44 A DISTANCE OF 10 MILES (16.1 KM) TO ITS
INTERSECTION WITH FRENCH DRIVE. PROCEED WEST ALONG JACKSON BOULEVARD/HIGHWAY
14 A DISTANCE OF 300 FEET (91.4 M) TO ITS INTERSECTION WITH A DRIVEWAY WITH NO
JAME AND THE STATION ON: THE RIGHT. THE STATION IS A STANDARD RAPID CITY -
PENNINGTON COUNTY ALUMINUM DISK SET IN A PQURED IN PLACE_CONCRETE MONUMENT SET
FLUSH WITH THE GROUND SURFACE AND STAMPED RQPC-3, LS6014, 2000. THE STATION
IS LOCATED 16.6 FEET (5.1 M) AZIMUTH 8 DEGREES FROM THE TOP OF THE WEST END OF
AN 18 INCH CONCRETE PIPE, 25.3 *FEET (7.7 M) AZIMUTH 165 DEGREES FROM A TWO
INCH PINE TREE, 34.0 FEET (10.4 M) AZIMUTH 258 DEGREES FROM ROUTE 44 MAIL POST
370, 31.0 FEET (9.4 M) AZIMUTH 295 DEGREES FROM THE EAST END OF AN 18 INCH CMP
PIPE, 26.5 FEET (8.1 M) AZIMUTH 354 DEGREES FROM MAIL BOX NUMBER 11090, 29
FEET (8.8 M) NORTH FROM THE EDGE OF PAVEMENT OF THE SHOULDER OF HIGHWAY 44,
AND 20 FEET (6.1 M) WEST FROM THE CENTERLINE OF A GRAVEL DRIVEWAY. THE PIPE
IS DIFFERENT ON EACH END.






Above:  Original description for survey #3 for Rapid City, South Dakota.

